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Options for different Power supplies for the Mic1-3 00 and Mic1-400: 

 
Standard. 

703-240, 703-115 Standard power supplies encased in an 
IP66 plastic box 220mm x 170mm x 85mm. These power 
supply are designed to be run from 230vAC or 115vAC 
respectively. (by transformer link selection). 
 
702-024 accepts 24v AC as its input supply for low voltage 
application sites. 
 
There is space in all of these power supplies for auxiliary 
cards which provide the following optional functionality: 
 
705-200 Washer pump drive card. 
700-208 8 alarm input card. 
700-210 10 alarm input card. 
 
Note the 702 series PSUs have been superseded by the 703 

series. 
 
702-012 operates with 12v or 24v DC battery input supply for Vehicle or other mobile applications. 
 

This power supply is encased in an IP66 plastic box 220mm x 
170mm x 85mm and provides for washer drive and tamper 
switch functions as standard. However, the two Alarm interface 
cards: 
 
700-208 8 alarm input card. 
700-210 10 alarm input card. 
 
can be additionally fitted to this power supply to enhance 
functionality. 
 
 
 
 
 
 
 
 

 
Slim Line. 

 
These provide for narrow poles with doors of only 120mm 
access. 
 
704-240 provide for 230v and 704-115 provide for 115v AC 
input supply (A transformer of the correct voltage is fitted during 
manufacture, there are no PCB voltage links). 
 
Due to the compact size, 220mm x 120mm x 95mm the 
auxiliary card (if required) is fitted over the top of the main 
board only after installing all cabling. The cards available for 
fitting are as follows: 
 
705-200 Washer pump drive card. 
700-208             8 alarm input card. 
700-210 10 alarm input card. 
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Power supplies for Mic1-300 with IR lamps. 

 
706-240 and 706-115 cater for input voltages of 230vAC and 
115v AC respectively (by transformer link selection). As with 
the standard supply these are mounted in the non slim line 
boxes 220mm x 170mm x 85mm. Due to the presence of a 
switch mode power supply to drive the IR illuminators there is 
no room to fit auxiliary boards. However the power supply 
supports 4 alarm inputs and washer drive as standard. 
 
Note these power supplies cannot be used to power n on 
IR illuminator Mic1-300s. 
 
 
 
 
 
 

 
 
Vehicle Power supply for the Mic1-300 with IR lamps . 

 
706-012 This unit is currently in development and is 
scheduled for release in June 2004. 
 
This power supply is encased in an IP66 plastic box 220mm 
x 170mm x 85mm and provides for washer drive and tamper 
switch functions as standard. There is insufficient room 
inside the unit for the auxiliary card, but the main card 
supports four alarm inputs as standard. 
 
Note these power supplies cannot be used to power n on 
IR illuminator Mic1-300s. 
 
 
 
 
 

 
Optional auxiliary cards. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
10 way and 8 way alarm cards.      Washer drive card. 
700-208, 700-210 respectively.      705-200. 
 


